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(S7) Abstract: T he invention relates to an inventive steam power plant (1) comprising at least one steam turbine (3) and a steam 
^ generator (5). According to the invention, a firing device (7) is located downstream of the steam generator (5) and upstream of the 

steam turbine (3) and/or downstream of a first turbine phase (11) and upstream of a second turbine phase (13) of the steam turbine 
A (3) in the direction (9) of the steam flow (17) and the steam flow ( 17) can be heated in a combustion chamber (19) of the firing device 
J*!^ (7) by being mixed with a heating gas that can be generated in the combustion chamber (19). 

^ f Fortsetzung auf der ndchsten Seite ] 
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VerofiTentlicht: 

— mit intemeaionalem Recherchenbericht 



Zur Erkldrung der Zweibuchstaben- Codes and der anderen Ab- 
kiirzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations ") am Anfang jeder reguidren Ausgabe der 
PCT -Gazette verwieseru 



(57) Zusammenfassung: Ein erfindungsgem^fies Dampfkraftwerk (1) umfasst mindestens eine Dampfturbine (3) und einen Dampf- 
erzeuger (5), wobei eine Befeuerungseinrichtung (7) in Richtung (9) des Dampfstroms (17) nach dem Dampferzeuger (5) und vor 
der Dampfturbine (3) und/oder nach einer ersten Turbinenstufe (11) und vor einer zweiten Turbinenstufe (13) der Dampfturbine (3) 
angeordnet ist und der Dampfstrom (9) in einer Brennkammer (19) der Befeuerungseinrichtung (7) mittels Vermischung mit einem 
in der Brennkammer (19) erzeugbaren HeiBgas beheizbar ist. 



